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QIIA.E513460 - PHOTOVOLTAIC MODULES AND PANELS WITH
SYSTEM VOLTAGE RATINGS OVER 600 VOLTS

Photovoltaic Modules and Panels with System Voltage Ratings Over 600 Volts
See General Information for Photovoltaic Modules and Panels with System Voltage Ratings Over 600 Volts

MYSOLAR MANUFACTURING (SHANGHAI) CO LTD E513460
ROOM J8097, BLDG 2, NO. 4268, ZHENNAN RD, JIADING DISTRICT
201802 SHANGHAI, CHINA

Cat. No. Electrical and Module Fire Class and Type Ratings

  I V P

Max 
System 

V dc

Series 
Fuse 

Rating 
(A)

Module 
Fire 

Performance 
Type 
Rating

Photovoltaic module

MS315P-ASX "X"=1 8.91 45.6 315 1500 20 1

MS320P-ASX "X"=1 9.03 45.82 320 1500 20 1

MS325P-ASX "X"=1 9.15 45.92 325 1500 20 1

MS330P-ASX "X"=1 9.28 45.97 330 1500 20 1

MS335P-ASX "X"=1 9.3 46.45 335 1500 20 1

MS315P-ASX "X"=3 8.91 45.6 315 1500 20 1

MS320P-ASX "X"=3 9.03 45.82 320 1500 20 1

MS325P-ASX "X"=3 9.15 45.92 325 1500 20 1

MS330P-ASX "X"=3 9.28 45.97 330 1500 20 1

MS335P-ASX "X"=3 9.3 46.45 335 1500 20 1

MS265P-ASX "X"=1; MS265P-ASX "X"=3 9.1 38.14 265 1500 20 1

MS270P-ASX "X"=1, MS270P-ASX "X"=3 9.15 38.31 270 1500 20 1

MS275P-ASX "X"=1, MS275P-ASX "X"=3 9.24 38.5 275 1500 20 1

MS335M-ASX "X"=1, MS335M-ASX "X"=3 9.41 46.04 335 1500 20 1

MS340M-ASX "X"=1, MS340M-ASX "X"=3 9.48 46.16 340 1500 20 1

MS345M-ASX "X"=1, MS345M-ASX "X"=3 9.51 46.61 345 1500 20 1

MS350M-ASX "X"=1, MS350M-ASX "X"=3 9.58 46.89 350 1500 20 1

MS355M-ASX "X"=1, MS355M-ASX "X"=3 9.66 47.16 355 1500 20 1

MS360M-ASX "X"=1, MS360M-ASX "X"=3 9.73 47.44 360 1500 20 1

MS365M-ASX "X"=1, MS365M-ASX "X"=3 9.81 47.67 365 1500 20 1

MS370M-ASX "X"=1, MS370M-ASX "X"=3 9.89 47.91 370 1500 20 1

MS375M-ASX "X"=1, MS375M-ASX "X"=3 9.95 48.16 375 1500 20 1

MS290M-AHX "X"=1, MS290M-AHX "X"=3 9.59 38.87 290 1500 20 1

MS295M-AHX "X"=1, MS295M-AHX "X"=3 9.68 39.05 295 1500 20 1

MS300M-AHX "X"=1, MS300M-AHX "X"=3 9.77 39.23 300 1500 20 1

MS305M-AHX "X"=1, MS305M-AHX "X"=3 9.86 39.42 305 1500 20 1

MS310M-AHX "X"=1, MS310M-AHX "X"=3 9.95 39.58 310 1500 20 1

sc oc max
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MS315M-AHX "X"=1, MS315M-AHX "X"=3 10.04 39.74 315 1500 20 1

MS320M-AHX "X"=1, MS320M-AHX "X"=3 10.13 39.92 320 1500 20 1

MS325M-AHX "X"=1, MS325M-AHX "X"=3 10.43 40.1 325 1500 20 1

MS330M-AHX "X"=1, MS330M-AHX "X"=3 10.51 40.27 330 1500 20 1

MS335M-AHX "X"=1, MS335M-AHX "X"=3 10.6 40.44 335 1500 20 1

MS340M-AHX "X"=1, MS340M-AHX "X"=3 10.69 40.62 340 1500 20 1

MS355M-AHX "X"=1, MS355M-AHX "X"=3 9.6 46.82 355 1500 20 1

MS360M-AHX "X"=1, MS360M-AHX "X"=3 9.69 47.01 360 1500 20 1

MS365M-AHX "X"=1, MS365M-AHX "X"=3 9.77 47.21 365 1500 20 1

MS370M-AHX "X"=1, MS370M-AHX "X"=3 9.85 47.4 370 1500 20 1

MS375M-AHX "X"=1, MS375M-AHX "X"=3 9.93 47.61 375 1500 20 1

MS380M-AHX "X"=1, MS380M-AHX "X"=3 10.01 47.8 380 1500 20 1

MS385M-AHX "X"=1, MS385M-AHX "X"=3 10.08 48 385 1500 20 1

MS390M-AHX "X"=1, MS390M-AHX "X"=3 10.48 48.18 390 1500 20 1

MS395M-AHX "X"=1, MS395M-AHX "X"=3 10.56 48.37 395 1500 20 1

MS400M-AHX "X"=1, MS400M-AHX "X"=3 10.64 48.55 400 1500 20 1

MS405M-AHX "X"=1, MS405M-AHX "X"=3 10.71 48.73 405 1500 20 1

MS410M-AHX "X"=1, MS410M-AHX "X"=3 10.79 48.91 410 1500 20 1
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QIIA7.E513460 - PHOTOVOLTAIC MODULES AND PANELS WITH
SYSTEM VOLTAGE RATINGS OVER 600 VOLTS CERTIFIED FOR

CANADA

Photovoltaic Modules and Panels with System Voltage Ratings Over 600 Volts
Certified for Canada

See General Information for Photovoltaic Modules and Panels with System Voltage Ratings Over 600 Volts Certified for Canada

MYSOLAR MANUFACTURING (SHANGHAI) CO LTD E513460
ROOM J8097, BLDG 2, NO. 4268, ZHENNAN RD, JIADING DISTRICT
201802 SHANGHAI, CHINA

Cat. No. Electrical and Module Fire Class and Type Ratings

  I V P

Max 
System 

V dc

Series 
Fuse 

Rating 

Fire 
Type 
Rating

Photovoltaic module

MS315P-ASX "X"=1 8.91 45.6 315 1500 20 1

MS320P-ASX "X"=1 9.03 45.82 320 1500 20 1

MS325P-ASX "X"=1 9.15 45.92 325 1500 20 1

MS330P-ASX "X"=1 9.28 45.97 330 1500 20 1

MS335P-ASX "X"=1 9.3 46.45 335 1500 20 1

MS315P-ASX "X"=3 8.91 45.6 315 1500 20 1

MS320P-ASX "X"=3 9.03 45.82 320 1500 20 1

MS325P-ASX "X"=3 9.15 45.92 325 1500 20 1

MS330P-ASX "X"=3 9.28 45.97 330 1500 20 1

MS335P-ASX "X"=3 9.3 46.45 335 1500 20 1

MS265P-ASX "X"=1; MS265P-ASX "X"=3 9.1 38.14 265 1500 20 1

MS270P-ASX "X"=1, MS270P-ASX "X"=3 9.15 38.31 270 1500 20 1

MS275P-ASX "X"=1, MS275P-ASX "X"=3 9.24 38.5 275 1500 20 1

MS335M-ASX "X"=1, MS335M-ASX "X"=3 9.41 46.04 335 1500 20 1

MS340M-ASX "X"=1, MS340M-ASX "X"=3 9.48 46.16 340 1500 20 1

MS345M-ASX "X"=1, MS345M-ASX "X"=3 9.51 46.61 345 1500 20 1

MS350M-ASX "X"=1, MS350M-ASX "X"=3 9.58 46.89 350 1500 20 1

MS355M-ASX "X"=1, MS355M-ASX "X"=3 9.66 47.16 355 1500 20 1

MS360M-ASX "X"=1, MS360M-ASX "X"=3 9.73 47.44 360 1500 20 1

MS365M-ASX "X"=1, MS365M-ASX "X"=3 9.81 47.67 365 1500 20 1

MS370M-ASX "X"=1, MS370M-ASX "X"=3 9.89 47.91 370 1500 20 1

MS375M-ASX "X"=1, MS375M-ASX "X"=3 9.95 48.16 375 1500 20 1

MS290M-AHX "X"=1, MS290M-AHX "X"=3 9.59 38.87 290 1500 20 1

MS295M-AHX "X"=1, MS295M-AHX "X"=3 9.68 39.05 295 1500 20 1

MS300M-AHX "X"=1, MS300M-AHX "X"=3 9.77 39.23 300 1500 20 1
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MS305M-AHX "X"=1, MS305M-AHX "X"=3 9.86 39.42 305 1500 20 1

MS310M-AHX "X"=1, MS310M-AHX "X"=3 9.95 39.58 310 1500 20 1

MS315M-AHX "X"=1, MS315M-AHX "X"=3 10.04 39.74 315 1500 20 1

MS320M-AHX "X"=1, MS320M-AHX "X"=3 10.13 39.92 320 1500 20 1

MS325M-AHX "X"=1, MS325M-AHX "X"=3 10.43 40.1 325 1500 20 1

MS330M-AHX "X"=1, MS330M-AHX "X"=3 10.51 40.27 330 1500 20 1

MS335M-AHX "X"=1, MS335M-AHX "X"=3 10.6 40.44 335 1500 20 1

MS340M-AHX "X"=1, MS340M-AHX "X"=3 10.69 40.62 340 1500 20 1

MS355M-AHX "X"=1, MS355M-AHX "X"=3 9.6 46.82 355 1500 20 1

MS360M-AHX "X"=1, MS360M-AHX "X"=3 9.69 47.01 360 1500 20 1

MS365M-AHX "X"=1, MS365M-AHX "X"=3 9.77 47.21 365 1500 20 1

MS370M-AHX "X"=1, MS370M-AHX "X"=3 9.85 47.4 370 1500 20 1

MS375M-AHX "X"=1, MS375M-AHX "X"=3 9.93 47.61 375 1500 20 1

MS380M-AHX "X"=1, MS380M-AHX "X"=3 10.01 47.8 380 1500 20 1

MS385M-AHX "X"=1, MS385M-AHX "X"=3 10.08 48 385 1500 20 1

MS390M-AHX "X"=1, MS390M-AHX "X"=3 10.48 48.18 390 1500 20 1

MS395M-AHX "X"=1, MS395M-AHX "X"=3 10.56 48.37 395 1500 20 1

MS400M-AHX "X"=1, MS400M-AHX "X"=3 10.64 48.55 400 1500 20 1

MS405M-AHX "X"=1, MS405M-AHX "X"=3 10.71 48.73 405 1500 20 1

MS410M-AHX "X"=1, MS410M-AHX "X"=3 10.79 48.91 410 1500 20 1
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